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Supplier:

Synonym(s):

Product Description:

Dumonde Design Group, Inc.
P.O. Box 3262
Kirkland , Washington, USA. 98083-3262

Product Name/
Trade Name:

Product 
ID No.(s)

Emergency  Contacts

Non-Emergency  Contacts

Safety Data Sheet
Section I.  Chemical Product and Company Identification

Section II.  Hazards Identification

Chemical Formula:
Material Uses:

Approval Date:
Supersedes Date:

Emergency Overview:

Potential Health Effects:
Eye Contact:

Skin Contact:

Ingestion:

Inhalation:

Section III.  Composition and Information on Ingredients
NAME	 PEL/TLV, Source	 CAS#	 Concentration %	 LVP-VOC/VOCs

1

Dumonde Freehub Oil 2053,
2055

For Chemical Emergency, Spill, Leak, 
Fire, Exposure or Accident, Call:
North America: 206-755-1757

United States:  HGNR, 503-545-0051
North America: 206-755-1757

None

Lubricant
Mixture

Hydrocarbons

09/26/2025
06/01/2025

DUMONDE FREEHUB OIL

Potential health risks vary from person to person. As a pre-
caution, exposure to liquids, vapors, mists or fumes should be 
minimized.

May cause slight irritation including stinging, watering and redness.

Contact may cause mild skin irritation including redness and a 
burning sensation. Prolonged or repeated contact can defat the 
skin, causing drying and cracking of the skin, and possibly dermatitis 
(inflammation). No harmful effects from skin absorption are
expected.

While this product has a low degree of toxicity, ingestion may cause irritation of the digestive 
tract.

No information available on acute toxicity

	Lubrication Base Oil (Petroleum)		 Various	 >45
	Synthetic Lubricant Base oil		 Proprietary	 >30

Additives		 Proprietary	 <25
Zinc Compound		 Proprietary	 1-1.5

09/26/2025

HMIS Code	 Health: 1	 Fire: 0	 Physical Hazard: 0
HAZARD RATINGS

0  Minimal Hazard	 3  Serious Hazard
1  Slight Hazard 	 4  Severe Hazard
2  Moderate Hazard



Continued on Next Page

Eye Contact

Skin Contact

Inhalation

Ingestion

Flash Point

Flammable Limits (Approx.)

Products of Combustion

Not Available

204 °C / 399 °F (COC / ASTM D92)

Explosion Hazards

Fire Fighting Media
and Instructions

Special Remarks -
Fire and Explosion
Hazards

Release or Spill

Environmental Impact

Handling

Section VI.  Accidental Release Measures

Section VII.  Handling and Storage

Section V.  Fire and Explosion Data

Section IV.  First Aid Measures

Autoignition Temperature
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Sensitivity to Impact

Sensitivity to Static Discharge

Not available

Not available

Storage

 Stop spill/release if it can be done safely. Prevent spilled material from entering sewers, storm drains, other unauthorized 
drainage systems, and natural waterways.   Use water sparingly to minimize environmental contamination and reduce disposal 
requirements.  Spills into or upon navigable waters, the contiguous zone, or adjoining shorelines that cause a sheen or 
discoloration on the surface of the water, may require notification of the National Response Center (phone number 
800-424-8802).

Report spills as required to the appropriate authorities.  U.S Coast Guard Regulations require immediate reporting of spills that 
could reach any waterway including intermittent dry creeks.  Report spill to the Coast Guard toll-free number 800-424-8802.

Remove contact lenses, if wearing, and flush eyes with water. If irritation persists, consult a physician.

Remove clothing and shoes, if contaminated. Wash skin with soap and water. Wash or clean contaminated clothing before 
reuse and discard oil-soaked shoes. If irritation persists, consult a physician. If high pressure forces the product under the 
skin, get immediate medical attention!

First aid is not normally required; however, if swallowed and symptoms develop, seek medical attention.

If respiratory symptoms develop, move victim away from source of exposure and into fresh air in a position comfortable for 
breathing.  If symptoms persist, seek medical attention.

Container is not designed to contain pressure. Do not use pressure to empty container or it may rupture with explosive force.
"Empty" containers retain product residue and can be dangerous. Do not pressurize, cut, weld, braze, solder, drill, grind, or 
expose such containers to heat, flame, sparks, static electricity, or other sources of ignition as they may explode and can cause 
injury or death. Empty container should be promptly returned to a drum reconditioner. Electrically bond and ground all 
containers and equipment.

Use and store this material in cool, dry, well-ventilated area away from heat and all sources of ignition. Keep container(s) tightly 
closed. Store only in approved containers. Keep away from any incompatible material (see Section 10). Protect container(s) 
against physical damage.  Keep out of reach of children.

LOWER  Flammable Limit: Not available UPPER  Flammable Limit: Not available

See Lower and Upper Flammable Limits

Combustion may yield smoke, carbon monoxide, and other products of incomplete combustion. Oxides of sulfur, nitrogen or 
phosphorus may also be formed.

For fires beyond the initial stage, emergency responders in the immediate hazard area should wear protective clothing.  When 
the potential chemical hazard is unknown, in enclosed or confined spaces, a self contained breathing apparatus should be 
worn.  In addition, wear other appropriate protective equipment as conditions warrant (see Section 8). Isolate immediate hazard 
area and keep unauthorized personnel out. Stop spill/release if it can be done safely. Move undamaged containers from 
immediate hazard area if it can be done safely. Water spray may be useful in minimizing or dispersing vapors and to protect 
personnel. Cool equipment exposed to fire with water, if it can be done safely. Avoid spreading burning liquid with water used 
for cooling purposes. 

This material may burn, but will not ignite readily. If container is not properly cooled, it can rupture in the heat of a fire.

Dumonde Freehub Oil



Not available

Negligible

0.00 mm Hg @ 20°C 

>1

Negligible

<1

Not available 

Not available
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Section VIII.  Exposure Controls and Personal Protection

Respiratory Protection

Ventilation Protective 

Gloves 

Eye Protection 

Personal Hygiene

Engineering Controls

Exposure Limit

Section IX.  Physical and Chemical Properties
Appearance/Odor

Molecular Weight

pH

Boiling Point

Freezing/Melting Point

Specific Gravity 

Density

Vapor Pressure

Vapor Density

Percent Volatile

Evaporation Rate

Viscosity

Solubility in Water

Not available

Section X.  Stability and Reactivity Data
Stability

Conditions and Materials
 to Avoid

Hazardous Decomposition
Products

Hazardous Polymerization

Stable under normal temperatures and pressures.

Hazardous polymerization will not occur.

Section XI.  Toxicological Information
Dermal contact, eye contact, 
inhalation, ingestion.

Not available 

Not available

Not available

Not available

Physical State

Odor Threshold

Clear Brown Liquid, petroleum 
odor

Not available

0.85 @ 60ºF (15.6ºC)

Coefficient of Water/Oil
Distribution

Not available

Conditions of Reactivity Not available

Routes of Entry

Toxicity to Animals Effects 

of Acute Exposure

Acute Effects of 
Sensitization
Ingestion

Inhalation

Toxically Synergistic 
Products

Not available

Continued on Next Page

Semi-solid

7.08 lbs/gal 11.2-11.8 cSt @ 100°C; 60-68 cSt @ 40°C

Chronic Effects on Humans:
Carcinogenic Effects
The petroleum base oils contained in this product have been highly 
refined by a variety of processes including severe hydrocracking/
hydroprocessing to reduce aromatics and improve performance 
characteristics.  All of the oils meet the IP-346 criteria of less than 3 
percent PAH's and are not considered carcinogens by NTP, IARC, or 
OSHA. 

Avoid heat, open flames, strong acids, strong bases, and oxidizing materials.

Carbon monoxide, carbon dioxide, oxides of nitrogen, smoke and irritating vapors as products of incomplete combustion.

Not available

Conditions  of  Instability Not available

Where there is potential for airborne exposure above the exposure limit a NIOSH certified air purifying respirator equipped 
with R or P95 filters may be used. 

Use in a well-ventilated area. See Engineering Controls. 

The use of gloves impervious to the specific material handled is advised to prevent skin contact.  Users should check with 
manufacturers to confirm the breakthrough performance of their products. Suggested protective materials:  Nitrile.

The use of eye protection that meets or exceeds ANSI Z.87.1 is recommended to protect against potential eye contact, 
irritation, or injury.  Depending on conditions of use, a face shield may be necessary.

Wash skin thoroughly after contact, before breaks and meals and at end of work period. Product is readily removed from skin 
by waterless hand cleaners followed by washing thoroughly with soap and water. 

If current ventilation practices are not adequate to maintain airborne concentrations below the established exposure limits, 
additional engineering controls may be required.

5 mg/m3 (oil mist) OSHA, for total product; see Section II for compone nt exposure limit(s).

Dumonde Freehub Oil

Mutagenic Effects

Not available

Teratogenic Effect
Reproductive Effects

No data available to indicate any components present at greater than 0.1% may present a teratogenic hazard.
This product contains low levels of phenol, (tetrapropenyl) derivatives.  Rats given high, repeated daily doses of phenol, (tetrapropenyl) derivatives by 
oral intubation experienced adverse reproductive effects. Pregnant rats given high, repeated daily doses of phenol, (tetrapropenyl) derivatives by oral 
intubation gave birth to pups with cleft palate and skeletal malformations at dose levels that caused maternal toxicity. Follow-up studies of phenol, 
(tetrapropenyl) derivatives in finished lubricating fluids demonstrated a no-observed effect level of 1.78 wt%.
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Section XIII.  Disposal Considerations
Waste  Disposal Consult federal, state or local authorities for proper disposal and reporting procedures.  All disposals must comply with federal,

state and local regulations.

Section XIV.  Transportation Information

UN Number:

Packing Group: 

Section XV.  Regulatory Information

CERCLA

SARA (Section 313)

SARA Extremely
Hazardous List

TSCA Inventory

California Prop. 65

U.S. Federal Regulations:

Canada

Japan MITI

Australia

Switzerland

International Regulations:

Section XVI.  Other Information
Approval Date

All components are in compliance with the Canadian Environmental Protection Act.  This product has been classified in
accordance with the hazard criteria of the CPR and this MSDS contains all the information required by CPR. 

Supersedes Date

Sections Revised
Since Last Version

Prepared by      

None

None

None

Sections: II, III

Release of the following chemical(s) at quantities equal to or greater than the reportable quantities (RQ), is regulated by
40 CFR 302.4 :

None

Not available

Not available

Not available

This product contains the following chemical(s) listed in Section 313 at or above the de minimis concentrations:
Zinc Compound(s), present at 1.0 - 1.5%

This product contains greater than 1.0% of the following chemical(s) on the SARA Extremely Hazardous Substances List: 

None

All components of this material are on the U.S. TSCA Inventory.

This product contains the following chemical(s) known to the State of California to cause birth defects or other reproductive 
harm:

D
 
umonde Freehub Oil

09/26/2025
06/01/2025
Dumonde Design Group Inc.        206-755-1757

Not regulated as a dangerous goodUS Department of Transportation Classification (49 CFR Parts 130 apply): 

IATA-DGR: Not regulated as a dangerous good

IMDG-Code: Not regulated as a dangerous good, U.S. DOT compliance requirements may apply.  

See 49 CFR 171.22, 23 & 25.

Section XII.  Ecological Information
Experimental studies with rainbow trout, daphnia, and fresh water algae indicate that petroleum and synthetic base oils are not expected to be harmful to 
aquatic organisms. 
Volatilization to air is not expected to be a significant fate process due to the low vapor pressure of this material. In water, this material will float and spread 
over the surface at a rate dependent upon viscosity. The main fate process is expected to be slow biodegradation of individual components in soil and 
sediment. 
The hydrocarbons in this material are not readily biodegradable, but since they can be degraded by microorganisms, they are regarded as inherently 
biodegradable.  Synthetic base oils are not considered to be readily biodegradable but may be inherently biodegradable. They are expected to completely 
biodegrade over extended periods of time. 
Log Kow values measured for the hydrocarbon components of this material range from 4 to over 6, and therefore regarded as having the potential to 
bioaccumulate. In practice, metabolic processes may reduce bioconcentration.  Synthetic base oil components are not expected to bioaccumulate.

Ecotoxicity: 

Mobility:  

Persistence and degradability: 

Bioaccumulation Potential:  
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NOTICE

** DUMONDE DESIGN GROUP INC. EXPRESSLY DISCLAIMS ALL EXPRESS OR IMPLIED WARRANTIES 
OF MECHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, WITH RESPECT TO THE 
PRODUCT FOR INFORMATION PROVIDED HEREIN, AND SHALL UNDER NO CIRCUMSTANCES BE 
LIABLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES. **

All information appearing herein is based upon data obtained from the manufacturers and/or recognized technical sources.  

While the information is believed to be accurate, Dumonde Design Group Inc. makes no representation as to its accuracy or 

sufficiency.  Conditions of use are beyond Dumonde Design Group Inc. control and therefore users are responsible to verify 

this data under their own operating conditions to determine whether the product is suitable for their particular purposes and 

they assume all risks of their use, handling, and disposal of the product, or from the publication or use of, or reliance upon, 

information contained herein.  This information relates only to the product designated herein, and does not relate to its use in 

combination with any other material or in any other process.

***********************************END OF MSDS***********************************




